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A Case Study Using ECHO 

(Extraction and Classification of Homogeneous Objects) 

For Analysis of Multispectral Scanner Data 

by Donna Scholz, James Russell, John Lindenlaub, and Philip Swain 

PREFACE 


This Case Study is a component of the LARSYS Educational 
Package. It is designed to introduce you to the ECHO processing 
function which may be implemented on a variety of computer systems. 
This publication illustrates the typical steps in the analysis of 
remotely-sensed data using ECHO through discussion, an illustrative 
example and exercises for you to complete at a terminal. The 
exercises have been written for implementation on a computer using 
LARSYS; however, they may be modified for other analysis systems. 


Prerequisites 


The material presented herein is based upon the assumption that 
you have mastered the instructional objectives in the first five units 
of the LARSYS Educational Package and either Unit VI or VII; 


Unit I 
Unit II 
Unit III 

Unit IV 

Unit V 
Unit VI 
or 

Unit VII 
Purpose 


An Introduction to Quantitative Remote Sensing 
LARSYS Software System: An Overview 

Demonstration of LARSYS on the 2780 or Data 100 
Remote Terminal 

The 2780 or Data 100 Remote Terminal: A "Hands- 

On Experience" 

LARSYS Exercises 

Guide to Multispectral Data Analysis Using LARSYS 
A Case Study Using LARSYS for Analysis of Landsat Data 


The purpose of this case study is to train you to use the ECHO 
analysis procedures. However, you should not expect to be a profi- 
cient ECHO analyst after completing this case study. It should give 
you the necessary fundamentals. Proficiency must come with 
additional experience. 


As you probably are aware, the experience of the analyst is 
a very important factor in the man-machine analysis of multi- spectral 
scanner data as described in this case study. Donna Scholz who 
did the analysis of the Grand Rapids area used as the example has 
three years of experience with computer-aided analysis of multispectral 
data. 


iThe LARSYS Educational Package may be obtained from the 
System Services Manager, Laboratory for Applications of Remote 
Sensing, 1220 Potter Drive, West Lafayette, Indiana 47906. 
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General Objective 


♦ • 
xi 


The analysis of a set of multispectral scanner data can be 
broken down into a sequence of steps. When you have completed 
this case study, you should be able to list the steps of the analysis 
sequence in the proper order. Furthermore, for each step in the 
analysis sequence, you should be able to: 

1) EXPLAIN the significance of the analysis step with 
respect to the entire analysis sequence. 

2) NAME and DESCRIBE any software tools useful in carrying • 
out the analysis step. 

3) APPLY the analysis principles to a specific analysis 
problem by writing control commands, running the program 
and interpreting the results of the functions used in 
the step. 


Student-Tutor Interaction 


While this case study attempts to summarize the experiences 
of a great many multispectral data analysts, there is no real 
substitute for talking to someone who is already familiar with the 
use of ECHO. This is especially true when you begin carrying out 
the Exercises. You are encouraged to discuss your progress period- 
ically with your tutor. 


Format 


Each section of the case study follows this format: . the 
instructional objectives are stated, followed by a discussion of the 
purpose, philosophy, and analysis techniques associated with that 
step in the data analysis sequence; then there is an example 
showing control cards, computer output, and an interpretation of 
the results. Exercises are provided at the end of the Case Study 
to test your mastery of the basic analysis procedures. 

The material is presented in this format so that a person 
wishing to become adept in the analysis of multispectral data 
using. ECHO can proceed through this case study and learn what the 
analysis steps are, why each step is important, how each step is 
carried out, and gain practice in using these analysis techniques. 


References 


Throughout this case study references will be made to other 
written materials. The three most commonly referenced sources 
are considered part of this unit instruction: LARSYS User [ s 

Manual, edited by T. L. Phillips, ECHO User’s Guide , edited by 
James Kast and Pattern Recognition~ A Basis for Remote Sensing Data 
Analysis , by P . H . Swaxn (LARS Information Note 111572) . These 



iii 

references should be in your site library. Be sure you have them 
available before you begin the case study. See your tutor if you 
need help locating them. 
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INTRODUCTION AND BACKGROUND 


ECHO is an acronym for Extraction and Classification of Homo- 
geneous Objects. This case study will provide an opportunity to 
study and work with the supervised ECHO classification algorithm. 
ECHO, like many other computer implemented classification schemes, 
is based on the principles of pattern recognition. In order to 
gain an under standing of both the capabilities and limitations of 
the algorithm and to place it in context with other classification 
algorithms, we will begin with a brief review of pattern recogni- 
tion principles as they apply to remote sensing. 

Figure 1 shows a schematic of a multispectral data collection 
system as it scans a portion of the earth's surface. Each scene 
element (picture element or pixel) results in a data vector, X, 
as the output of the sensor. The scanning action of the instru- 
ment results in the scene being represented by an array of pic- 
ture element data vectors as shown in Figure 2. The data vectors 
serve as input to the pattern recognition system. The outputs of 
the pattern recognition process include a classification map and 
tabular summaries of the classification. 



Figure 2. Array of scene elements. Heavy lines indicate 

boundaries of "objects" within the scene. Cross- 
hatched areas indicate two examples of homogeneous 
cells (i.e. groups of data vectors). 


I 
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There are several approaches to classifying multispectral 
scanner data using pattern recognition [1/2] * Each picture 
element (pixel) can be classified individually or picture, 
elements that have been determined to have similar spectral qhar- 
acteristics can be classified as a group. In the former case, 
called "per point" classification, a classification decision must 
be made for. each individual measurement vector. In the latter 
case, called "sample"- classification (from statistical sample) , 
a classification decision is only required for each group of mea- 
surement vectors (each sample or, in the context of Figure 2, 
each object in the scene) . One advantage of sample classifiers 
is that for a given scene fewer classification decisions need to 
be made. This results in a savings in computation time. This 
savings is partially offset by the fact that it requires some 
computation time to determine the objects or samples comprising 
the scene. 

ECHO is a sample classifier which uses a conjunctive object 
finding algorithm to determine the objects (samples) in the scene 
to be classified [3] . A conjunctive algorithm begins with a very 
fine partition of the scene and simplifies.it by progressively 
merging adjacent cells that are found to be similar according 
to certian statistical criteria. The objects are then classified 
using a maximum likelihood sample classification algorithm [2] . 

In this manner ECHO benefits from the spatial correlation of pic- 
ture elements belonging to the same object. 

ECHO is a useful tool for numerical data analysis, of a 
scene consisting of areas large in areal extent relative to reso- 
lution element size. For LANDSAT data, the smallest area which 
can be resolved is about .45 hectares (1.1 acres) . When using 
the point-by-point algorithm,, each individual data point (.45 
hectares) is classified. In the ECHO analysis procedure, homo-' 
geneous groups of data points are classified as a group. The 
resultant classification map will contain less ’noise' (isolated 
single data points) -and the areas will have more distinct boun- 
daries. (See Figures 4 and 5). The differences between the two 
approaches becomes most dramatic when the homogeneous areas are 
significantly larger than the resolution of the sensor. 


Lindenlaub, J.C. and J.D. Russell. "An Introduction to Quan- 
titative Remote Sensing." LARS Information Note 110474, Purdue 
University, 1974. 

2 

Swain, P.H. "P«ittern Recognition: A Basis for Remote Sens- 

ing Data Analysis." LARS Information Note 111572, Purdue Univer- 
sity, 1972. 

3 

Kettig, R.L. and D.A. Landgrebe. "Classification of Multi- 
spectral Image Data by Extraction and Classification of Homogen- 
eous Objects." LARS Information Note 062375, Purdue University, 
1975. 
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Figure 3. Model of a pattern recognition system. The categorizer 
makes classification decisions based upon inputs in the 
form of measurement vectors. 


Classification algorithms can also be categorized as being 
supervised or unsupervised. In the supervised case the analyst 
must provide the computer with information about the spectral 
character of each class of interest. This is usually done by 
specifying the coordinates of data points known to represent the 
classes of interest. In the unsupervised case the computer exam- 
ines the spectral characteristics of the area to be classified 
and divides (or classifies) the data into groups having similar 
spectral characteristics. Unsupervised classification algorithms 
operate without the benefit of a description of the spectral 
characteristics of the cover types of interest. They classify 
data strictly on the basis of structure inherent to the data. 

The generalized steps in classifying multispectral data are shown 
in Figure 6. This figure points out the difference between 
supervised and unsupervised classification. Both supervised and 
unsupervised ECHO classification algorithms have been developed 
[4], This case study, however, will only make use of the super- 
vised ECHO classifier. 

The analysis of earth resources data is a dynamic process 
requiring close coordination between the user and the analyst 
and close interaction between the analyst and the data processing 
system. Although Figure 6 shows the steps in a linear or sequen- 
tial fashion, the steps are actually quite interrelated and inter- 
pretation of the results at any one step might necessitate going 


4 Landgrebe, D.L. "Test of Boundary Finding Per Field Class- 
ification," Final Technical Report , Volume I, NASA Contract 
NAS 9- 14 9 70 . Laboratory for Applications of Remote Sensing, Purdue 
University, May 1977. 
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Figure 4. Gray-Scale-Coded Classification Map 
Produced Using Per Point Classification 
From Kettig and Landgrebe 



Figure 5. Gray-Scale-Coded Classification Map 
Produced Using ECHO. 

From Kettig and Landgrebe 
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Figure 6: Generalized Steps in Classifying Earth Resources Data 
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back to earlier steps and revising the analysis. As an example, 
the user states his requirements and works jointly with the ana- 
lyst to formulate the analysis objectives. After proceeding 
through the analysis and evaluation of the results, the conclusion 
might be reached that it is impractical to achieve the original 
analysis objectives. This could result from an objective which 
was too ambitious for the data available or a lack of understand- 
ing of the capabilities of the technology. In any case, a restate- 
ment of the objectives and additional analysis, i.e., a reitera- 
tion of the steps shown in Figure 6, might lead to a satisfactory 
set of results. 

This case study will concentrate on those steps in Figure 6 
in which the analyst plays an active role and will stress the 
interaction of the analyst and the data processing system. 

As suggested above it is best if the analyst can work with the 
user in formulating the analysis objectives. The user knows his 
requirements, the analyst is familiar with the technology and to- 
gether they can formulate a reasonable set of objectives for the 
analysis. The user can provide information about the location of 
the analysis study site, the types of ground cover of interest, how 
the analysis results will be used* and the degree of classification 
accuracy desired. This information will serve ds a guide for the 
analyst at decision points during the classification procedure. 

The analyst then selects a suitable data set to use for the 
analysis. In doing this, consideration is given to the type of 
data collection system, how readily available the data is, and 
time of year data was collected. 

As might be expected, the quality of the data set to be ana- 
lyzed has a direct impact on classification performance. Factors 
such as clouds or bad data lines may adversely affect the accuracy. 
Therefore, it is necessary to examine a prospective data set for 
these factors. 

Correlation of reference information with the multispectral 
scanner data is a task that is important in helping the analyst 
relate to the ground cover types and their distributions in the 
scene. This may be accomplished by using reference materials 
such as maps, photographs, ground observations, computer gray 
scale printouts or digitally-derived imagery. Becoming familiar 
with features in the scene will facilitate the analyst’s efforts 
in selecting training areas which are representative of the varia- 
tions in the data. Usually at this point, the analyst is able 
to make at least a tentative decision on the type of analysis 
strategy appropriate for the job at hand. 

After selecting and becoming familiar with the data set and 
assembling reference data the next step in the supervised analy- 
sis procedure is to develop training statistics. This process 
is begun by selecting candidate training areas. These training 
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areas are groups of contiguous points within the scene which contain 
examples of all the classes present in the area to be class- 
ified. These areas will be used to "train" the computer to 
recognize specific classes of interest. 

Each of the training areas is usually selected to contain 
more than a single ground cover type. It is necessary to determine 
the spectral subclasses associated with each of these cover types. 
The technique utilized for this task is called "cluster analysis." 
Cluster analysis groups data measurement vectors into groups or 
clusters representing inherent or natural structure within the 
data by utilizing spectral reflectance values in different 
portions of the electromagnetic spectrum. These clusters are 
then related to specific ground cover types and identified as 
a specific cover type or information class (i.e. water, forest, 
bare soil, etc.). 

Since most of the ground cover types occur in more than one 
training area, some of the cluster classes from separate areas 
are statistically similar and only one of the multiple cluster 
classes is necessary to characterize a ground cover type. For this 
reason, it is then appropriate to calculate the similarity among 
all the cluster classes from all the training areas. Calculating 
the separability between the classes gives the analyst a "feel" 
for the probability of getting a correct classification using 
the statistical characterization of the classes he has selected. 

Once the training classes have been defined on a spectral basis 
and refined to a state that all are distinct and separable from 
one another, the resultant means and convariance matrices may 
be used as input to the ECHO classification algorithm. 

The supervised ECHO algorithm is then used to classify the 
area of interest. Supervised ECHO examines blocks or cells of 
data consisting of several data points and tests them for homo- 
geneity. If all points in the cell are similar, the ECHO 
classifier assigns that entire cell to the spectral class it 
most nearly matches. If a cell does not contain similar data 
points, the cell is subdivided into its individual data points 
and each point is classified independently. In this manner, 
similar portions of the study area will be identified as homogeneous 
blocks or "objects". (See Figure 7) . 

The classification results may now be displayed for the 
analyst to examine. The results might be displayed on a CRT 
screen as levels of gray or color coded, or a map might be generated 
on a computer line printer whereby each classified point was 
assigned a symbol corresponding to the class in which the point 
was placed by the ECHO classifier. The type of output product 
is best determined by the needs of the user as specified by the 
analysis objectives. 



original page is 

OP POOR QUALITY 


■Ar 

m/* 

-////> 


»«***••*•/£ *»**♦♦* — K V A 

*t**** f T • •••« - »-« — 

6 *:::::: 

V **•*»*•»» 


*v - 
**w- 

w 

• * *' 
•KVW 
w w 


a:::::'::;;::;::::::::::: 

!*♦» 

■*■*<** •***' 
.i0«>iu«R*aiit a aa**p>B*> * I «tW W W 

aiiaa<M.»i/MMM>*<U •• W 

»«a»aaaaa*aaaam*«aaaaM V / * 

asaaaaaaaa»Baaaa*aa\|M * • ***' 

U««aap t .»..k.ay * ,/4***W* 

-/I 

rrzr»f*«r>«iwv lt «i 

,.«W *-M 


**«* 
■ •** 


V w 
w 


•• WN* 

>ta l *«**«a/ a H 



# Va«a«aaaia*a 

* 

aaaaaaaaaBaa 

ww 

ww— /W.II«— «•«»-»- 

W Ha*aB«..,..B.B. 

W V"** a 

. / Vl ..ag».g.a.«a.aa. 



I VWWWKWHWW 1WWWWWWW 1 

H » * •WWlKWtfWKWV WW— 

VKWW WWWWW- WWW I WWVWW WWW* 

.W-V—--.--V-W -V- 

WWWVWWWWWW WMW WWW WWWWW 
•WU WWHHUWW * *********** 
W -WWWWW* WVWW WKW V 

• — ww— w-wvw w - 

*-WWWWKWVWVVlWW WWW WWVWW 
W . W— WW-WW W WWW* WWWW-HWWWW 
V » — VVVWVW-- WWW* WWW — M ft* 
,-W-WVWW WWWWW WWKWWW WW WW 
WW WWWWW K MKKWKttW VHK 


|| ««».« - 

• W /**•* H 

W /**.* a *•! * ... . 

VII /,**» • •— UW- WWWWW-HWWl WlWWWW* v* V 

-V //•** W a* VWWW. ****** WHWWWWWW 

V /1WW— M.- ..-WV-VW K WW-V-- WWW* WWWWWWWWW* 

N -aVWHa W« I— -W WWWWWVHVWWIWWW-WW 

/aVMVW - * .-..“a W-W V MWVHiWWWtWVMlWI 

- .HVa **!I-W-WW*MIWW>WWUUWWHIM VWIWWW WWW 

? W W U-WW WWW W H WW H U WW W WW W W H WWWWHW WWW WW 
V *-WW* — w-ww-w-w-awwwmwwwwiwwwww 
Wl V VKwvwwww*wwwwwfcwv*w*wv I ********* 

W w WWW- WWW — WWW — WW- WWW WWW I 

— ~ WW- -WHWVWWWWWWK 

w - - I ww— ww w-wwww.wwwv*w wwwwwwwwwww 
v wwwwww wwwmwwww vwwwwwwwwwvwwwvw 

IV WW — v- WW - WW — v wwvww 

V_w v— — M •* VI W— v *•— WMWW 

WIW WWW WWW WWW WWW wwwwwwwwwwwwwwww* 
WW KWWW WWW wwwwwwwwwwwwwwwwwwwwwwww 
(I w WW WWW wwwwwwwwwwwwwwwwwwwwwv 

WWW* M WWWW WWW — WWWWW WWW WWW* 
l -WWW WWW H W WWW wwwwwww wwwwwwwwwwwwwwww 
* WH WWW WWW WWW wwwwwwwwwww wwwwwwwww 
} w-wwwwwww wmww w -w wwwwwwwww 
* ******** wwwwwuwwwwuwhkwwwvvwwwwwk 

l ********** WWW WWW* WWW WWW WWW WWWWW 
- W WWW TWWWIWWWWWMWWWWVIWWIU 1 

w— wwww ww ***** ww wwwww-v ******* 

W-IIWW WWWWW WWWWWWWWWHWWVWWWWWKVMWW 
W W WWWWW W WWW WWW WWW WWWWW* WWW*** 

W — W WWW WWW WWW WWW WWW* WWW wwwwwwwww 
7 - WWWWW W W— WW WWW w ww w ww 
w WWWWW WW WWWWWWWWWWW WWW WWW WWWWW IW |W 
-W— w WWW* WWWWWWWMMWWWWW 
WW ww WWW* WWWWWWWWW WWW WWW WWWWW WWWWW 
1 VI WWW WWW WWWWW WWWWW WWW WWWWW ********* 
WWWWHWWWWWWWWWWWWWWWWWWWWWWMWWWW 
WWWWW WWW WWWWW WWWWW WWW WWW WWWWW WWWWW* 
************************ WW****** * 
WWWWWWWWW WWW WWW WWW WWW ****** • WWW 

wvmwww-mwwwvw — WWW -ww wwwwwwwwwww 

-WWW WWW WWW WWW- - 

/»i!ii».\'*a””a*"aa»»*ria"a 






ff 



/ I I M I MI III 

a/// BaaBBaa«iuia«i 

BBBB*MBB« ■ «»«*«< 
BBiBiaaBiatniBBi 


mmmmmmmmMwmmmmmwnmmmnmm /mm 
aBBBaaaaa«BBB«a«B*aHBa* 

.a»M....a...o..aaam 

aaaBBaaaa*aa*Baa// 
aa.a..a...a.aa///y r 
BBBtBBBaBBBBBB////^ 

•* a* atsMftiBwaw 
BBBitaiaH 

«■ IkliBBIB 

IZZZZ IVJ/j 

■ Jta* 






M / > p.a....aaa..a.....BBaa... M .*a 



•aaiaaaaBBBaaaBaaB 
ataatBa**<**B*BB** 

WWW wwwwwwwww WWWWW 
WWWWWHWWWWWWWWWWWW 

WWW WWW* wwwwwwwww WWW 
WWWWWVWHWWWWWHWWWW 
WWWWWWWWW WWWWW WWW WWWWW 

,*wwww wwwwwwwww wwwwwwwww 
wftwwwwwwiiwww&wwwwwvrwwuww 

WWWW WWWWWWWWWWW WWW WWW WWW 
KWWWWWW WWWWil WWW* H KWH HW W 
WKUWWW WWWWWWWWWWW WWWWW WW 
wwvwwww WWW* WWWWWWWWWWW WWW w 
WWWW WWW WW WWW WWW WWW WWWWW ww 

VlfWWW WfW MWW VWWWVH w WWWWW W w WWW 
WWKWWWWWMWWW wwwwwwwwwwwwwwww 

WWWWWWWHVfWWWWhWMWWWWWWWWWWWW 

wvw^SJSwww^Si^w^^ 

w wwwwwwwwwww wwwwwwwww WWWWWWWWW 
KWWWWW WWWWWWWWW WWHWWWWWWWWWWWWWW 
WWWWWWWWWWWWWWWWWWWHWHWWWWWWWWWW 

WWWWWWWWWWW WWW WWW WWWWWWWWW KWWW WWW w 
WWWWW wwwwwwww wwwwwwwwwww WWWWW WWWWW 
W WWWWWWWWW* WWW WWW WWW WWWWW WWW 
WWW WWWWWWWWW WWWWWWWWWWWWWWWW 
WWW WWWWWWWWWWW WWW WWWWW WWW* WWW* 
WWWWW wvwuw WWWWWWWWWWW wwwwwwwww 
* WWWWW wwwww wwwwwwwwwwwwwwwwwwwww 
WWW WWWWW WWWWW WWWWW WWW wwwwwwwwwww 
wv* wwwwwwwww WWWWW WWW WWW wwwwwwwwwww 

VVWWWWWMWWWWWHWMVWWWWWKWWWWWWHWWWW 
WWWWWMWWWWWWWWWWWWWVWWWWMMWWWWWW 
WWWVWWW WWWWWWWWW WWWWWWWHWWWWVWWW 

W W WW W w w WWW W w U WW W W W WM W W w H ww H W W W W W 
W W W W W W W W w WWW w w w w w ww M w w w ww w w w w W w w 

W ** W w w W VWHW W V WW WWW w w w w w W W W W H w w w w 
WWW W WWWW WWW WW WWWWW WHWW WWWWW WWWWW 
VMWWWWWW MW WWW WWWWWWWWW WWW WWWWW 
W WWW WW* W WWW WWW WWWWWWWWWWW WWWWW 
WWW WWWWW MWHWWWWWHHWWWWWWWHWWWW 

WWWWWWWH WHWWWH WWWWWWWWWWW WWWWW 

WWWWWWWWW KMWWHWWWWWWWWWHWWWWWWWWW 

********** WWW** wwwwwwwww WWWWWWWWW 
wwwwwww WWW wwwwwwwwwww* KWWW wwwwwwww 
HW WWW wwww wwwwww WWWWWWWWW WWW WWWWW* w 
WWW WWW WWWWW WWW* wwwwwwwwwww WWW WWWWW 
wwuww wwwwwwwwwwwwwwww* WWWWW WWW* WWW 
WWW WWWWW ****** WWW WWWWW WWW WWW W WWWWW 

wwwvwwwwwwuwwwwwvwwwwwwwwwwwgwwwww 

WK* VWWWHKWH WWWWWWWWW WWW WWW WWWWW WWW 

wwwwu wwwwwwwwwww wwwwwwwwwwwwwwwwww 

■WWW WWW WWW WWWWW WWW WWWWW WWWWWWWWW WWW 
WWW WWWWWWWM WWW* WWW wwwwwwwwwww wwvww 
.MWWWWWWWWW-a- mmmmmnm,mmmm*wrn wmmm 



|A|aa a *a.«Ba*BapaHBBM«aMBaaa...a 

^//BBaaaaBBBBBBMBBBaBMiaBBBaBaaaaa 

//bbibibb ■u«*«»a«aaa«BMBiBiiBUB 

«=!===!! 


Per Point 


ECHO 


SYMBOL CLASS 

W Wheat 

— Lespedeza 

- Pasture. 

blank Wooded Pasture 


SYMBOL CLASS 

I -Idle 
* Forest 

. Corn, Soy, Rye, Hay 

/ Non -Farm 


Figure 7, classification Maps. The four rectangular areas are 
wooded pasture, classified much more accurately by ECHO. From Kettig 
and Landgrebe , Classification of Multispectral Image Data by 
Extraction and Classification ofT Homogeneous Objects. ~ 
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The final step in the data analysis sequence is to evaluate 
the classification results. This can be accomplished by 
calculating the performance for a set of representative test 
fields (areas of known covertype within the study site, distinct 
from the training areas) . If performance is judged to be below 
the level required, it might be necessary to go back in the analysis 
sequence and select additional training areas or otherwise 
refine the training statistics. 

The analysis objectives should be reviewed with the user at 
this point to see that they have been met. If procedural decisions 
were made with the analysis objectives in mind, the resultant 
classification should be the type and quality of product the 
user desired. 

With this general description of the supervised ECHO class- 
ification algorithm and a discussion of how it fits into the 
sequence of analysis steps, we are ready to begin the case 
study . 



SECTION I 
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STATEMENT OF ANALYSIS OBJECTIVES 


Upon completion of this section, you should be able to: 

1. IDENTIFY the four components of an analysis objective. 

2. PREPARE an analysis objective incorporating these 
components . 


The first and one of the most important steps in the quanti- 
tative analysis process is stating the analysis objectives. 

Some of the questions which your analysis objectives should 
answer are: What is the problem to be solved? What information 

do you need to solve the problem? What are you going to do with 
the results of the analysis? The statement of analysis objectives 
is often done jointly by the analyst and user of the analyst's 
results . 

For example, the purpose of the analysis could be for agri- 
cultural applications: 

"Map the agricultural soil types of Kearny County, Kansas, 
with 85% accuracy. The map will be used in conjunction 
with other data to make recommendations for a county-wide 
drainage system." 

"Prepare a crop inventory (acerage and crop type) during 
June of 1977 for the state of Illinois. It is desired 
to estimate crop yield within ± 10%." 

Land use management and future highway construction can also 
be facilitated by using ECHO analysis of Landsat data. 

"Locate with 70% accuracy suitable cover types and wetlands 
(habitat diversity) for wildlife species in the Superior 
National Forest as an aid in managing wildlife openings 
and waterholes." 

"Generate a soil type map with at least 80% accuracy of 
the Point Comfort (Texas) quadrangle to aid in the selection 
of the most desirable right-of-way for a new highway . " 

"Identify with 90% accuracy fire hazard areas such as timber 
sale areas, brushland, and broomsedge fields in the Hoosier 
National Forest in order to make decisions concerning 
fire crew size and placement during the major fire seasons." 


ffset&Bt* PA6E BIANK NOT 



- 11 - 


"Determine the land use (urban, agricultural, forest and water) 
in Tippecanoe County (Indiana) for locating alternative routes 
for Highway 43. 80% accuracy is acceptable." 

The essential components of an analysis objective are: 


Location. What portion of the earth's surface is of inter- 
est? It may be a relatively small area (several hundred 
hectares using airborne multispectral scanners) or a rela- 
tively large area (thousands or millions of hectares using 
multispectral scanner data from satellite-borne systems) . 


Covertypes . What types of ground cover are of interest? 

Are woodlands , agriculture, rangeland, pasture, barren 
land or marshes the ground covers of interest? Are finer 
divisions, such as individual crop types, needed? Do 
the classes of interest occur as areas considerably larger 
than the resolution of the sensor to be used (larger than 
0.47 hectares using Landsat)? The ECHO processor assumes 
the areas to be large compared to the sensor resolution. 

Applications . How will the analysis output be used? To 
detect changes in an urban area? To evaluate alternate 
highway routes? To determine the proportion of an area 
(i.e., county or state) used for agricultural or industrial 
purposes? 

Classification Accuracy * How accurate must the classifi- 
cation be in order to solve the problem? Would a classifi- 
cation performance of 65% be acceptable or is 90% accuracy 
required? The level of accuracy that can be obtained depends 
on many factors; such as the level of detail desired, time 
of the year data were collected, the analyst's training and 
skill, the particular region being mapped, and other 
variables. An indication of the accuracy required by the 
user is very useful to the analyst as it provides a point 
of reference against which he can compare and assess his 
analysis. 


The analysis objective will serve as a guide by which deci- 
sions are made during the analysis procedure. Therefore, it is 
essential to include all critical information when stating the 
objective (s) . 

As you proceed through this ECHO case study the example used 
to illustrate each analysis step will include a description of ^ 
what analysis decisions and procedures an experienced data analyst 
took at that step of the analysis sequence. ' These example steps 
are intended to suggest typical courses of action in an analysis 
using ECHO. 
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Self-Check 1 

I- A. Name the four components of an analysis objective. 


I-B. Write an analysis objective that you might use in solving 
a problem in your axea of interest. 


^Answers to all Self-Checks are given in the Appendix. 
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EXAMPLE 


In this example, the analyst met with a planning consultant 
employed by the Grand Rapids, Michigan, city zoning board which 
would be the final user of the ECHO classification results. 

At this meeting it was mutually decided that the classes of 
interest would include: 

Bodies of water 
Agricultural lands 
Commercial areas 
Old residential areas 
Newer residential locales 

Further discussion between the consultant and the analyst 
brought out the fact that the zoning board was interested in 
areas of land use about 2 hectares in size and not the more 
finely detailed aspects of Grand Rapids land use. At this point 
the analyst was able to tentatively decide that the ECHO 
processor's capability to smooth out small scale variations in 
land use cover types would make ECHO a data analysis tool well 
suited to the zoning board's analysis needs. 

The zoning board wanted the results to be a geometrically 
correct computer map coded for the land uses of interest and 
scaled to 1:24,000. The area was to include Grand Rapids proper 
and peripheral agricultural lands covered by six D.S.G.S. 

7h minute topographic maps. 

The following objective was agreed upon by the consul tant 
and the analyst: 

"Produce a general land use map of the Grand Rapids, 
Michigan, area locating the broad land use categories 
of commercial areas, older residential neighborhoods, 
newer residential sites, agricultural and recreational 
lands and bodies of water including lakes and rivers. 

These land uses should be located and identified with 
an accuracy of at least 80%. The land use map should 
be at a scale of 1:24,000 and suitable for use as a 
base map by the Zoning Board for zoning planning." 
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Figure 8. An example of clouds and their shadows. 



Figure 9. Example of striping of data. 
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SECTION II SELECT AND EXAMINE DATA, CORRELATE WITH REFERENCE 

DATA, AND SELECT ANALYSIS STRATEGY 


Upon completion of this section, you should be able to: 

1. DESCRIBE two characteristics of data which may decrease 
usefulness. 

2. IDENTIFY two types of preprocessing that aid the analy- 
sis of LANDSAT data. 

3. NAME three types of reference data. 


After the analysis objectives have been stated, data suitable 
for the analysis must be selected. The analyst will want to con 
sider such factors as data availability, spatial resolution, and 
dates when data were collected before selecting a data set. In 
carrying out an analysis, serious consideration must be given to 
data quality. In general, a greater level of analysis accuracy 
is possible when the original data is of the highest quality. 

A preliminary evaluation of digital data can be made by inspect- 
ing imagery created from the data. If, upon examining the 
imagery, one finds the area of interest totally obscured by 
clouds, meaningful analysis of that data set will not be rpss- . 
ible. Gross data characteristics which may decrease the useful- 
ness of a data set include haze, clouds, and snow cover. Data 
sets can be screened for these characteristics by examining 
digital display images or grayscale computer printouts. 

(See Figure 8) . 

Sometimes systematic idiosyncrasies such as "striping" will 
occur in the image. In the scanner system for Landsat 1 and 2, 
six data lines are simultaneously recorded in each wavelength 
band each time the scanner mirror oscillates. A separate detec- 
tor is used for each channel of each of these scan lines. If 
any of these detectors and their electronics are not properly 
matched or calibrated, a striping effect is noticeable in the 
imagery of that channel. A dramatic example is shown in Figure 
9. Even though striping appears to have seriously degraded the 
data, analysis may still be possible since striping usually 
occurs in only some of the channels. For example, since Land- 
sat 1 and 2 have four multispectral scanner channels, it may 
be possible to get meaningful analysis results when only two or 
three of the four channels are available. 
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Figure 10. Comparison of original and geometrically corrected and 
rotated Landsat imagery over Grand Rapids. 
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Once a data set has passed an initial screening, the analyst 
may request some preprocessing of the data to make it easier for 
him to correlate the remotely sensed data with reference data, 
such as maps. Preprocessing can facilitate the analyst's ability 
to interact with the data and produce output at the desired 
scale. One type of preprocessing (geometric correction) involves 
rotating and deskewing the image so that the vertical columns 
are aligned in a north-south orientation. Imagine yourself try- 
ing to locate corresponding points between a skewed LANDSAT image 
and an aerial photograph or map. The task would be much easier 
if the two images were oriented in the same direction. In ano- 
ther qeometric correction, the data is rescaled. The scale of 
the data can be adjusted to allow the data to be overlaid 
on the reference data, such as a highway map or U.S.G.S. 
topographic map. 

Illustrations of the effects of the rotation and geometric 
correction operations are shown in Figure 10. 

Next, multispectral scanner data is correlated with avail- 
able reference data. This not only allows the analyst to gain 
familiarity with the geographic region being analyzed, but it will 
aid him in developing good training statistics and in evaluat- 
ing the classification results later in the analysis sequence. 

Reference data is any information which aids the analyst in 
his task. There are several types of reference data which may 
be available. Typical examples are aerial photographs, maps, 
previous analysis results and on-site observations. 

Aerial photography is very useful. Four types of film are 
commonly used: black-and-white, black-and-white infrared, color, 

and color infrared. The type of film selected is determined by 
the nature of the application and the conditions under which it 
be used. Infrared camera systems are often preferred for 
high— altitude photography because of their haze penetration qua- 
lity. Infrared films are also useful for enhancing differences 
between types of vegetation. 

Maps are often used as reference data. A USGS topographic 
map may prove to be a valuable piece of reference data. Remot- 
ely sensed data can be preprocessed so that a computer grayscale 
"map" has the same scale as the "topo" map. Then a simple over- 
lay technique could be used to correlate the MSS data with the 
USGS map. By overlaying the grayscale map of the area of inter- 
est on the quadrangle maps of the same area, features of inter- 
est to the analyst can be located in the data and their row and 
column numbers noted. 

A third type of reference data involves direct ground obser- 
vation by someone trained to observe relevant characteristics 
of ground features of interest to the analyst. Ground 
observations have been recorded which range from biological 
assemblages to water resources. 
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Self 

II-A 


II-B 


II-C 


Check 


What are two data characteristics which may decrease 
the usefulness of your Landsat data? 


Name two types of geometric preprocessing which aid 
in the analysis of Landsat data. 


What are three types of reference data which can be 
correlated with remotely-sensed multispectral data? 
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EXAMPLE 


The analyst obtained a grayscale computer map of bands 5 
(.6 - . 7ym) and 7 (.8-1.1 um) of the Landsat frame previously 
selected for this study. It was discovered immediately upon 
examination that the data contained striping in at least one 
of the channels. Consequently, that particular frame was judged 
to be below the quality required for the project and another 
Landsat frame (scene I.D. 1411-15581) was selected. 

An alphanumeric grayscale map was generated for this new data 
set using the control cards shown in Figure 11. No apparent 
striping or bad data lines were in evidence in the data, nor 
were excessive clouds in the scene. A graytone map of this same 
data was printed on a Varian plotter and is shown in Figure 12. 

In the analysis of the Grand Rapids, Michigan, area the 
analyst had available the six 1:24,000 scale USGS topographic 
maps as well as color infrared aircraft photography. Using these 
pieces of reference data and the grayscale computer printout the 
analyst oriented himself and began identifying major features 
on the grayscale map. 

In this step of the analysis the analyst was not interested 
in locating specific objects. Rather he wanted to establish a 
familiarity with the scene: Where, in general, is the urban 

area? Where is the river or agricultural areas? This general 
information will be of use to the analyst in the next step of 
the analysis . 
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-COMMENT PICTUREPRINT OF bRANu RAPIDS MICH FOR ECHO CASE STUDY 

-puntable 

DATA 

RUN (72054806) ♦ TAPE (454) *F1LE (2) 

END 

•PICTURE PRINT 

DISPLAY RUN (72054806) ♦ L I NE ( 34 0 * 660 ♦ 1 ) , COL ( *0 ♦ 360 . 1 ) 

CHANNELS 6«8 
END 


Figure 11. Control card listing for generating a grayscale map 
of the Grand Rapids study site. 
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Figure 12. Grayscale map of band 5 of the Landsat 
data used in the Grand Rapids analysis. 
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SECTION III DEVELOP TRAINING STATISTICS 


Upon completion of this section, you should be able to: 

1. DESCRIBE the procedure for selecting training areas. 
Your description should include guidelines as to loca- 
tion, number and size. 

2,. DISCUSS clustering and how the analyst uses clustering 
to aid in the development of training statistics. 

3. DESCRIBE why cluster classes are associated with infor- 
mation classes. 

4 . DEFINE ,with the aid of simple drawings, the concept of 
statistical distance. 

5. STATE two reasons why the statistical distances between 
clusters are calculated. 


The next step in carrying out a supervised classification is 
the development of training statistics. The overall purpose of 
the training statistics is to "train" the computer to accurately 
classify the entire area of interest using pattern recognition 
techniq ue s . Patte rn recognition is a useful tool for identify- 
ing and classifying the ground scene. First, multispectral” 
sanner data representing known ground cover types are located 
with the help of reference data. These patterns of known 
classification constitute the training patterns against which 
the patterns of unknown ground cover types are compared in the 
ECHO classification algorithm. 

Developing the training statistics for the area under inves- 
tigation is the most critical and time consuming step for the 
analyst. This step requires more interaction of man and machine 
than any other part of the analysis. The classification perfor- 
mance is highly dependent upon how well the training data 
represents the entire area and how well the ground cover types 
can be distinguished. 

It is convenient to break the development of training stat- 
istics into four substeps as follows: 

♦Selection of training areas 

•Cluster analysis of training areas 

•Association of cluster classes with information classes 


•Calculation of statistical distance between clusters 
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In the process of carrying out these substeps the analyst 
uses a variety of processing functions. As you better under- 
stand the capabilities and limitations of these processes and gain 
experience using them, you will undoubtedly formulate your own 
procedures for developing training statistics, specializing 
your procedures to the remote sensing applications of particular 
interest to you. 


♦Selection of Training Areas 


The analyst begins by determining the location, number and 
size of the training areas he is going to use. Several questions 
arise at this time. The first question is, "Where in the area 
to be analyzed should the training areas be selected?" One ob- 
vious yet important consideration is the location of areas for 
which some reference data is available. In addition, the train- 
ing areas should represent all of the variability present in the 
total area. This generally means that the training areas should 
be distributed throughout the entire area being analyzed,* In an 
effort to obtain representative training statistics, the analyst 
should select areas which include different ground surface 
features and sample the variations in the different environments. 

To select these training areas, an analyst begins by review- 
ing the analysis objectives. In stating the objectives, the 
cover types of interest are listed. These cover types are called 
"information classes." Training areas are selected in such a 
way that every information class is represented in at least one 
of the areas. When possible, each information class is included 
in more than one training area. This increases the likelihood 
that the training data will be representative of all of the var- 
iations in cover types in the scene being analyzed. When rep- 
resentative training data is available to the classifier, assign- 
ment of a data point to the correct class is more likely. 

A common procedure for selecting the training areas is to 
identify in the available reference data some well distributed 
areas that contain the information classes. These areas are 
then located on grayscale printouts of the multispectral scanner 
data. From these areas, training areas are selected. Experience 
has indicated that a reasonable starting point for Landsat 
data is to select training areas which are 25 to 100 lines and 
25 to 100 columns in size, and each containing at least two 
cover types. 

To help assure obtaining representative training data, the 
training areas should be distributed uniformly throughout the 
area to be classified, but this may not be possible if adequate 
reference data is not available. Usually, representative train- 
ing data for all information classes can be obtained by select- 
ing from four to eight training areas. In summary, each area 
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WES® 



(;a) A distribution of adult heights and weights 



(b) Multimodal data from wheat fields 
(hypothetical illustration) 
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should be 25 to 100 lines by 25 to 100 columns/ each, area includes 
more than one cover type, and every cover type is included in 
at least one {preferably two or more) candidate training area. 


• Cluster Analysis of Training Areas 

The next step" "in the development- of training statistics 
is to determine the spectral subclasses within each of the train- 
ing areas. The analyst accomplishes this by using a technique 
known as "cluster analysis." Cluster analysis groups data 
vectors into clusters such that the vectors, within any given 
cluster all have similar spectral reflectance characteristics. 

This technique takes advantage of the fact that there is often 
an inherent natural structure to multispectral scanner measurement 
vectors. Figure 13a illustrates this concept with. a hypothetical 
sample of human height and weight occurrences. Note that the 
natural structure to this set of measurement vectors reveals 
that women are typically lighter and shorter than men. A set of 
reflectance measurement vectors for a wheat field. Figure 13b, 
illustrates the natural structure of reflectance values of a 
wheat canopy in channels and x 2 » The clustering algorithm 
attempts to define classes by minimizing the distances between 
points within each class while maximizing the distances between 
the classes. Since the classes thus defined are inherently 
spectrally different, they are often referred to as "spectral 
classes. " 

Clustering is basically a computer operation to which the 
analyst must supply only information which tells the computer 
which data set to use, the lines and columns defining the area 
in the data to be clustered, and the number of clusters desired. 
The number of clusters requested by the analyst is influenced 
by the cover types of interest and their estimated spectral var- 
iability. The experience of the analyst plays an important 
role in his assessment of anticipated spectral variability. 

The clustering algorithm requires that the analyst specify 
the number df clusters to be found. Experience has indicated 
that most cover types contain at least two clusters, and a 
rule-of-thumb is to request the number of clusters to be 1.5 
io_ 2 -0. times the number of. expected information classes . If an 
analyst requests an insufficient number 'bf^clusfefs^ the cluster 
variances will tend to be quite high and the resulting classes 
will be difficult to separate. If too many clusters are requested, 
cluster variances will be small but the resulting cluster classes 
may be difficult to correlate with the information classes. 

When choosing the number of clusters, the analyst should keep in 
mind the fact that the ECHO classifier tends to misclassify 
data points into those classes with high variances. Therefore, 
cluster classes with' extremely high variances should generally 
be avoided. In choosing the number of clusters, the analyst must 
try to obtain a balance between having few enough clusters to 
be able to relate them to information classes and having enough 
clusters so that the variances of any one cluster are not dispro- 
portionately high in comparison to the other clusters^. A "good" 
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Figure 14. Flowchart of clustering algorithms. 
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Figure 15. A sequence of clustering iterations (from Swain and 
Davis, Remote Sensing: The Quantitative Approach ) . 
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number of clusters such as is suggested by the "l%x" rule will 
tend to optimize these trade-offs. However, in some cases after 
examining the output it will be evident that a different number 
of clusters are needed, in which case the cluster processing should 
be repeated . 

A flowchart of the LARSYS cluster algorithm is given in 
Figure 14 and its logical operation is described i'n the following 
text. The computer assigns locations in the feature space as the 
initial centers of each cluster (see Figure 15) . It then 
calculates the distance between each of the data points and each 
cluster center and assigns each point to the nearest cluster. 

Next, new cluster centers are determined by calculating the mean 
vector for the data points assigned to each cluster. The computer 
then proceeds to re-calculate the distance between each data 
point and the new cluster centers and reassigns each sample to 
the closest newly defined cluster center. The computer continues 
the cycle of calculating the cluster centers and reassigning data 
points until all the data points have been assigned to a cluster 
and do not change allegiance with a further iteration of the 
cluster cycle. Once the cluster cycle is complete, the means 
and covariances for each cluster class can be punched directly 
onto cards. Cluster maps which pictorially represent each area 
that was clustered can be printed, and a summary table of the 
number of points assigned to each cluster produced; Information 
about mean reflectances and variances in each channel for each 
cluster class are also listed in tabular format. Also available 
are tabular listings of separability information for all possible 
class pairs and suggested cluster groupings for similar classes. 
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Water- 


Information Classes 


Cluster Classes 


Water- 


Agriculture 


Forest- 



Urban 



Information Classes 


Cluster Classes 


Wheat 


Alfalf 


Bare Soil- 


Concrete 



Fores t- 


Water- 


Examples of relationships between different information 
classes and their cluster classes. 
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* Association of Cluster Classes With Information Classes 


After obtaining the cluster analysis output the analyst 
examines the tables of cluster class means and variances . It is 
especially important to note any classes having unusually 
high variances, as it may be necessary to delete these classes 
to avoid biasing the ECHO classification results toward these 
classes. 

The analyst then begins the process of associating each cluster 
class identified in the previous step with one of the information 
classes of interest (i.e., agriculture, urban, water, forest). 

The purpose of this step is to determine which spectral classes 
will be used to represent the information classes in the ECHO 
classification process. It should be pointed out that there will 
not necessarily be a one-to-one correspondence between the 
information classes and the cluster classes. Remember, an 
information class is a distinct cover type of interest, 
while a cluster class is a group of data points which are 
spectrally similar. As shown in Figure 16a, there may be a 
one-to-one correspondence between the two, but this is often not 
the case. It is possible that several cluster classes will 
represent the same cover type (information class) as shown in 
Figure 16b. Sometimes several information classes will be 
associated with the same cluster class. Figure 16c. In this 
case, the cover types are spectrally similar and cannot be 
differentiated using these data. 

To carry out this step of the analysis, .maximum use is made 
' of all available reference data, so that the cluster classes can . 
be reliably identified, if errors occur in this step of the ana- 
lysis the training data supplied to the classifier will not be 
representative of the information classes. The association of 
cluster classes and information classes is sometimes difficult 
and time consuming, but this step is most important for insuring 
that the classifier is correctly trained. 
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• Calculation of Statistical Distances Between Clusters 


The analyst is now familiar with the variety 6f spectral 
responses occurring in his training areas . He should be so 
familiar with the data and study site at this point that he 
might decide to combine those cluster classes within each 
individual training - area that seem to be spectrally similar and 
represent similar information classes. It is unnecessary 
to keep cluster classes apart as unique spectral classes when 
in fact cluster separability analysis suggests they should be 
combined. It is also desireable to assemble all the statistics 
from the separate training areas into a single, statistics 
deck. This single deck will facilitate calculation of class 
separabilities between classes from different training areas in 
the next step of the an alys is sequence... _ 

At this point in the analysis sequence, the statistical 
characteristics of each of the cluster classes have been calculated. 
It would be possible to use all of these cluster classes to 
train the classifier, but this is usually not done. The 
number of clusters available at this point is normally greater 
than the number of classes needed to adequately train the 
classifier. This has occurred because some of the same 
classes Were present in more than a single training area, 
which has led to the same cover type being represented separately 
in two or more sets of cluster statistics. An analyst would like 
to combine the training patterns in such cases because a smaller 
number of classes saves computer time and simplifies interpretation 
of results. 

Also the analyst would like to have some indication of 
the probability of correct classification in advance of using 
all these classes in doing the actual classification. If there 
appears to be confusion between classes, an analyst may do more 
clustering on the areas already considered, asking for a 
different number of clusters, or the analyst may decide to 
select alternative training: areas in an effort to get good 
distinction between classes. 


A processing function that calculates the separability of 
cluster classes can help the analyst determine which cluster 
classes are similar, and it can serve as an indicator of 
probability of correct classification. To explain how this can 
be accomplished, the concept of statistical distance must first 
be discussed. Figures 17 and 18 show two cases of one-dimensional 
density functions. In each instance, you feel intuitively that 
the "distance" between the density functions is greater in 
case b-than in case a. 
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'Figure 17a. 



Figure 17b. 


Figure 17. Two pairs of one-dimensional density functions. 

The statistical distance between the density functions in part b 
is greater than in part a. 




Figure 18. Each pair of distribution fimctions shown above has 
equidistant means, but the smaller variance in P 3 (X) and p. (X) 
cause them to have a larger statistical distance. 4 
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There are a number of ways of defining statistical distance . 

One approach is to implement a distance measure called transformed 
divergence 3 and assume that the density functions are Gaussian. The 
distance between two Gaussian probability density functions de- 
pends not only on the ordinary (Euclidean) distance between the 
mean values but also on the "spread" of the data. Figure 18 
illustrates this point. The Euclidean distances between the mean 
values are equal in both of the cases showh, but the smaller var- 
iances (smaller "spread") in (b) results in a larger statistical 
distance between the two density functions. 

The class separability information discussed above can be 
utilized to combine those cluster classes from the different 
training areas which the reference data identifies as belonging 
to the same information class and whose statistical distance 
infers spectral similarity. It is important that both separ- 
ability values and information class identity be considered in 
deciding whether to combine cluster classes as a single spectral/ 
informational class so that each resultant class will have a unique 
spectral as well as informational identity. It might be necessary 
during this important analysis phase to delete some of the 
original cluster classes from the statistics deck if these classes 
appear to act as confusion classes between otherwise separable 
spectral/informational classes. This step is recommended only 
when the confusion class appears to offer no more significant 
spectral or scene information than is already represented by other 
classes defined in the analysis. 

When trying to relate transformed divergence to probability 
of correct classification, we can assume that a greater statistical 
distance between density functions will result in greater 
classification accuracy. But the relationship between transformed 
divergence and classification accuracy is not a linear one. A 
graphic presentation of their relationship is shown in Figure 19; 
accuracy is given in terms of probability of correct classification. 
Note that very separable classes (probability of correct classifi- 
cation near 100%) have transformed divergence values of 2000. If 
all final spectral/informational classes have separability values 
greater than 1000 the analyst might expect his classification to 
have an accuracy of approximately 84%. This type of accuracy 
prediction could be very important if a level of required accuracy 
was specified in the analysis objectives. When examining the 
class separability information and beginning the process of cluster 
class merging the analyst should be aware of the fact that the 
ECHO algorithm performs best when the minimal number of spectral 
classes required to adequately represent the cover types in the 
study site is used. Therefore to reduce the number of spectral/ 


^Wacker, A.,. and D. Landgrebe. The Minimum Distance Approach 
to Classification. 
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informational classes it might be necessary for the analyst to 
calculate statistical “distances between the classes he created 
in the previous step to identify which of those new classes could 
be combined. The resultant statistics deck can then be used in 
performing the ECHO classification described in the next analysis 
step. 



Figure 19. Observed values Of probability of correct classification 
versus transformed divergence i From Swain and King; Two Effective 
Feature Selection Criteria for Muitisfrectiral iiemOt'e Sensing ^ 
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Self -Check 


III-A. How should you select training areas? Where should they 
be located? How many should there be and how large 
should they be? 


Ill— B. 


How does the analyst use clustering to aid in developing 
training statistics? 


III-C. Why are cluster classes associated with information 
classes? 


SSSSSS 
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III-D 


III-E 


. What is "statistical distance' 1 ? (Drawings may help to 
illustrate it.) 


Why are the statistical distances between clusters cal- 
culated? 



ORIGINAL PAGE IS 
OF POOR QUALITY 



Figure 20. Grayscale map of band 4 Landsat data showing 
the six training areas selected for the Grand Rapids 
analysis . 
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EXAMPLE 


The analyst examined the data and available reference 
materials for the Grand Rapids area and selected portions of 
the data to be used as training areas. He selected six areas in 
the scene which typified covertypes found in the commercial, 
residential, and rural sectors of the Grand Rapids study site. 

The locations of -these training areas are shown in Figure 20. 

The analyst then looked more closely at the first of his 
six training areas and a corresponding set of color infrared 
photography. He determined that this training area had four 
distinct covertypes (water, old residential, commercial, and grassy 
areas) . Using the rule-of-thumb for determining the number of 
clusters, the analyst calculated that he should specify eight 
cluster classes ( 2. times the number of expected covertypes) . The 
control cards he submitted in performing the cluster analysis 
on this first training site are given in Figure 21. 

The analyst examined the cluster analysis computer output 
for his first training area which was located at the intersection 
of an interstate highway and the Grand River. He paid particular 
attention to the table of cluster class variances as shown in 
Figure 22. The analyst knew that it is important to avoid 
including a class with unusually high variances since the ECHO 
algorithm tends to favor such classes during classification. 

The analyst then began to study the cluster map (see Figure 
23) and associate each cluster class identified in the previous 
step with an information class (i.e., commercial, residential, 
water, grass) . It should be remembered that there is not 
necessarily a one-to-one correspondence between the information 
classes and the cluster classes. Analyst notations are included 
in Figure 23 to show the associations that were made between the 
information classes and the spectral classes. As noted above, 
an information class is a distinct cover type of interest, while 
a cluster cla ss is a gro u p o f data points which are spectrally 
similar." As shown Tn Figure 24, it is possible that several 
cluster classes will represent the same covertype (information 
class as also shown in Figure 24 )‘. Sometimes it is even possible 
for several information classes to be associated with the same 
cluster class. In that case the covertypes are spectrally 
similar and cannot be differentiated using these data. 

The analyst had now numerically identified the natural 
spectral structure of the Grand Rapids area as represented in 
his training areas. He then examined the cluster class grouping 
table (Figure 25) . He noted that the table indicated that some 
of the cluster classes within a single training area were 
spectrally similar enough to combine into a single class. If 
any one class had contained less than 40 points (ten times the 
number of channels used) that class would have been deleted 
by the analyst because there were too few points from which class 
statistics could be estimated. Preferably a class should have 
more than the minimum number of points for accurate statistical 
representation of a covertype. 




Figure 2i* Control card listing used to cluster the first training 
area in the Grand Rapids study- afcea. 
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Figure 22. Sample cluster analysis tables of class means and 
variances for the first training area in the Grand Rapids example. 
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Cluster Association 


Information Class 
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Figure 24, Relationships between different information classes and 
their cluster classes in the first training area of the Grand 
Rapids Analysis, 
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Figure 25, . Cluster Grouping Table with the analysts annotations for 
the training area located at the intersection of 1-96 and Grand 
Riyer in the Grand Rapids analysis study. 
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Using the MERGESTATISTICS function, the analyst combined 
the statistics of the similar cluster classes that he had detected 
earlier in this analysis step and at the same time he merged 
the six statistics decks from the cluster analyses of the 

six training areas. The MERGESTATISTICS processor allows the 
user to .combine the statistics from two or more separate statistics 
decks into a single deck without referring back to the original 
multispectral data. At the .same time, it is also possible to 
pool the statistics of any two or more classes from those 
decks into the statistics for a single class. This involves 
computing an appropriately weighted average of the original means? 
the new covariance matrix depends on the original covariances 
and means and the number of points in each of the original 
classes. It is also possible to delete unwanted classes and 
to label all resultant classes with an informational class name. 

The control cards that the analyst used for this merging and 
labeling of his six statistics decks are given in Figure 26. Note 
that the analyst asked for a copy of the merged statistics deck 
to be punched onto cards so he could use it in the next analysis 
sub step. 

The analyst then ran the SEPARABILITY processor to determine 
which clusters from the various separate training areas could be 
combined. He used the control card^ shown in Figure 27. 

The analyst intended to use all four of the available Landsat 
channels (rather than selecting a subset of features) and 
therefore the parameter 4 appears on the required COMBINATIONS 
card. The DIV (1000) on the PRINT card would result in a summary 
listing of all class pairs whose pairwise distance was less 
than or equal to 1000 and therefore were candidates for further 
merging. See Figure 28. 

This pairwise distance would also be used by the algorithm 
to compile a class grouping table at the end of the SEPARABILITY 
output (see Figure 29) . This grouping table was examined to see 
if, based on the information class to which the analyst had 
assigned each spectral class, any "unusual 1 ’ groupings had been 
recommended. This step is a good check to see if the analyst had 
mislabeled any spectral classes at the cluster stage of the anal- 
ysis sequence. 

The analyst next utilized the separability grouping table 
(Figure 29) to determine which spectral classes were similar 
enough to warrant combining them. He used the MERGESTATISTICS 
function to accomplish the desired class combinations and gene- 
rated an output statistics deck containing 13 spectral classes 
from all six training areas with all classes spectrally distinct 
from one smother. This statistics deck was punched onto cards 
and saved for use as input to the ECHO classifier in the next 
analysis step. 

Referring again to Figure 6 (page 5)' , the analyst had at 
this point completed the development of his training statistics. 
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-CO^gEN T MERGING OF THE 48 CLASSES FROM THE 6 TRAINING AREAS 

OPTIONS NOFIELDS*COSPEC 
PUNCH 

CLASSES ENTIRE (1,2 *3* 4 *5*6) 

POOL lt COMERCIU/I/) *GRNVE6( 1/2,4/) »RES1 <l/3*5*6/> *8SUl/7/> 
POOL WATER1 (1/8/) *C0MERC2 (2/1 *2/> *BRASS(2/3/) *RES2 (2/4*5*6/> 


POOL 

POOL 

POOL 

POOL 

POOL 

POOL 

DATA 

DATA 

DATA 

DATAj 

DATA : 

DATA 

END 


' Tvwntnvt VL/ m I C.f Of 9 t ntac l Ci 

c 0MERC4(4/2/) *RES4 (4/3*4/) ,GRNVEG3<4/5*6/) *BRUSH2(4/7/) 


3/2*5/) 
A/l/> 


)CK (5/8/) *C0MERC5 (6/1 *3/) iC0MERC6 <6/2/> *RES6 (6/4/) 
52 (6/5*6* 7/) *WATER7 (6/8/> 

*<h»o*$taTISTICS FROM TRAINING AREA l**#** 

•*<hh»STATISTICS FROM TRAINING AREA 2***** 


•^••STATISTICS 

•••••statistics 


FROM TRAINING AREA 3»»*** 
FROM TRAINING AREA 4*«*** 
•^•♦STATISTICS FROM TRAINING AREA 5****# 
•••♦•STATISTICS FROM TRAINING AREA 6***** 


Figure. 26. Control card listing for merging statistics from the 
six Grand Rapids training areas . 


•COMMENT SEPARABILITY OF GRAND RAPIDS MERGED TRAINING CLASSES 
^SEPARABILITY - ' 

COMBINATIONS 4 
CARDS READSTATS 
PRINT DIV (1000) 

DATA 

*****K£r<5ED STATISTICS DECK FROM THE 6 TRAINING AREAS***** 

END 


Figure 27. Control card listing used to calculate the separability 
of the combined training (cluster) classes in the Grand Rapids 
example analysis. 
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classes THAT HAT BE COMBINEO-MAX OIV. » 1000 
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Figure 28. Separability pairwise listing showing class pairs 
whose separability distance is 1000 or less on a scale of 0 to 20&D. 
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RESULTS OF SEPARABILITY GROUPING 



THRESHOLD * 1000. 
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Figure 29. Separability grouping table for the 31 class merged 
training area statistics with the analyst’s annotations. 
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SECTION IV CLASSIFY AND DISPLAY RESULTS 


Upon completion of this section, you should be able to: 

1. DESCRIBE the ECHO classification process using the flow- 
chart in Figure 30. 

2. LIST three formats in which the classification results 
may be displayed. 


Having developed the training statistics for the classes 
{and subclasses) of interest, we are ready to classify the area 
and display the classification results. Most of the "work" in 
this step of the analysis is done by the computer. The supervised 
ECHO classification algorithm aggregates data points into 
"objects" (groups of points which are spectrally similar) and 
classifies the objects into classes defined by the training 
statistics. Classification begins the last major analysis phase 
in deriving useful information from remote sensing data. 

Once the classification has been completed and the results 
stored in a computer file, the analyst can display the results 
in a variety of map-like and tabular forms. Also, if a set of 
test fields are available (areas in the scene having known 
covertypes) the accuracy of the. classification can be assessed. 
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Figure 30. Flow Diagram of the ECHO Classifier 
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ORIGINAL PAGE 1$ 
OF POOR QUALITY 


♦Classification of the Study Area 


A discussion of the basic ideas behind the ECHO classifier will 
aid in the understanding of how the classifier works and provide 
guidance to the analyst for specifying the parameters required 
by the ECHO classifier. The phrase from which the acronym ECHO is 
derived, Extraction and Classification of Homogeneous Objects, 
describes^the operation of the algorithm. The ECHO algorithm 
is a two-phase process. The first phase involves "object finding 
the detection of spectrally homogeneous regions in the data. The 
second phase accomplishes the classification of the objects based 
on a maximum likelihood decision rule. (See Figure 30) 

The object finding is itself a two-step operation. Each 
square block or "cell" of data points to be classified is tested 
for similarity of its data points based on a homogeneity threshold 
specified by the user. When a cell fails to pass this test, its 
individual data points are each classified independently. 

Adjacent homogeneous cells are then tested against each other 
based on another homogeneity threshold and combined, when 
sufficiently similar, into "fields" or objects. 

There are three parameters the analyst must specify: 

1. ) The cell size or cell width (number of pixels on 

each side of a square area) to be considered when 
partitioning the data (the parameter name is CELW) , 

2. ) a threshold value for accepting or rejecting the cell 

as a unit based on the similarity of the data points 
within the cell (the parameter name is THRESHOLD) , 

3. ) a threshold value for the algorithm to use when making 

a decision on whether to annex adjacent cells into a 
larger unit ("field") based on the similarity of the 
adjacent cells (the parameter name is ANNEX) . 

During the first phase a statistical test for homogeneity is 
performed on a group of pixels (a square array called a cell) to 
determine whether or not the pixels comprise part of an object. 

That is, the test determines whether the measurement vectors are 
similar in a statistical s.ense. The analyst must specify two 
parameters used in this test: the cell width and a threshold 

value for accepting or rejecting the hypothesis that. the cell is 
homogeneous . 


1 Landgrebe , D.A., Final Report NASA Landsat NAS9-14970. Volume I, 
May 1977. 

o 

■‘The ECHO Users Guide is strongly recommended as a reference for 
this portion of the case study. 
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Figure 31. Table of threshold parameters (THRESHOLD values) to 
input into ECHO phase 1 processing. 
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The cell width parameter is chosen on the basis of the 
analysis objectives, spatial resolution of the scanner system and 
expected size of objects within the scene. One tries to balance 
the constraints of choosing the cell width so that the cell size 
is approximately equal to the smallest "mapping unit" of interest 
but small compared to the average object size (see Figure 2, 
page 1) . It should be possible to determine the minimum size 
area of interest from the objective (s) . If agricultural fields 
of tens of hectares are being classified, larger cell widths 
(CELW) would be used than if urban areas were being classified. 

In Landsat 2 data each data point (pixel) represents .45 
hectares or 1.1 acres. Therefore, a cell size of three (CELW =3, 
a three by three square or a total of 9 data points) would 
represent about 40.5 hectares (10 acres). 

The threshold parameter establishes a criterion for deciding 
if a cell is homogeneous or not. The larger the threshold value 
the more likely the decision that the cell is homogeneous. 

Assuming the cell width has been chosen so that the cells are 
small compared to object sizes, it is usually desirable to choose 
the threshold so as to achieve a relatively low rejection rate. 

To determine the appropriate homogeneity threshold value (THRESHOLD) 
the analyst can use the information in Figure 31. To use this 
table he must know the number of channels to be used in classifying 
the data, the cell size (CELW) to be used, and the relative degree 
of homogeneity he wants a cell to have in order to be classified 
as a whole cell. It is necessary for the analyst to calculate an 
entry point to the table by using a formula involving cell width 
(CELW) and the number of channels to be used in classifying (NCHAN) . 
The formula is (CELW) 2 x NCHAN. The analyst then selects a homo- 
geneity value along the appropriate row depending upon the degree 
to which he wants the ECHO processor to classify cells as a whole 
or to break them apart for per point classification. If he 
selects a value near the left side of the table, the cells will 
often be broken apart and a per point classification used. On 
the other hand, a. value selected near the right side of the table 
will result in the cells usually being classified as a whole. 

In the second object-finding phase, cells which- pass the 
homogeneity test are compared to an adjacent "field", which is simply 
a group of one or more connected cells that have previously been 
annexed. If the two samples appear statistically similar then they 
too are annexed. Otherwise the cell is compared to another adja- 
cent field or becomes a new field itself. By successively annexing 
adjacent cells, each field expands until it reaches its natural 
boundaries. The field_is then classified using a maximum likeli- 
hood sample classifier -3 and the resulting classification is assigned 
to all pixels in the cell. Cells that fail the homogeneity test 


3 

Swam, P.H. Pattern Recognition: A Basis for Remote Sensing 
Data Analysis. LARS Information Note 111572, 1972. 
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in phase one are termed "singular" ceils and often overlap a 
boundary between fields. The cells are split and the individual 
data points are classified independently using a per point maximum 
likelihood classification rule-. 

In the . annexation phase it is necessary for the analyst - 
to specify the third processing parameter, the annexation 
threshold value (ANNEX) . This parameter commonly has values 
ranging from 0 to 4.6. A value of zero will result in no cells 
being combined into fields. A value of 4.6 could .lead to the 
entire area being classified as only a few very large fields. 

In summary, supervised -ECHO classification is. carried out in 
several phases. Tha analyst specifies a cell width parameter to 
determine cell size and a threshold parameter which essentially 
determines how similar the cell pixels have to be in order to 
judge the cell as being homogeneous. Next, homogeneous cells 
are annexed to adjacent fields if they pass an annexation 
(similarity) test. An annexation parameter specified by the 
analyst determines how spectrally "similar" the cell and the ' 
field have to be before annexation takes place. Finally, each 
field or object resulting from annexation is classified as a unit 
into one of the classes defined by the training statistics. 
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• Displaying Results 

After classification, the analyst displays the results for 
purposes of evaluation or to produce an end product for the user. 
Depending upon the proposed method of testing or evaluating the 
ECHO classification's "correctness", it might be desirable to 
present the classification results in any one or more of 
several possible formats. This also holds true for the final 
classification product which the user desires for his application 
needs. 

Depending on the output devices available on the system, 
several types of map-like products can be produced. Examples are 
alphanumeric computer line printer maps, gray scale printer- 
plotter maps and black and white or color photographs generated 
from a film writer or CRT display screen. Specific outputs 
are shown in the example portion of this section (see pages 58, 59, 
and 60) . 


In addition to map-like products, tabular quantitative 
results may also be obtained and may constitute a desired end 
product. An example of the type of table which might be produced 
is given in Figure 32. This particular type of end product might 
be of interest to users concerned with area estimates of the 
covertypes in the study area. 


GROUP 

POINTS 

ACRES 

HECTARES 

PERCENT 

COMERCL 

9528 

10957.2 

4436.1 

11.0 

OLD RES 

14727 

16936.0 

6856.7 

17.0 

NEW RES 

21.537 

* 24767.5 

10027.3 

24.9 

NONURBAN 

38077 

43788.5 

17728.2 

44.1 

water 

2531 

2910.6 

1178.4 

2.9 

TOTAL 

86400 

99359.9 

40226.7. 

100.0 


EACH DATA POINT REPRESENTS 1.15 ACRES 

'0.47 HECTARES 


TOTAL POINTS IN CLASSIFICATION = 86400 


Figure 32. Tabular results product generated from the ECHO 
classification of Grand Rapids, Michigan. Classes have been grouped 
into the five covertypes of interest with areas tabulated in acres, 
hectares and total number of data points for each. 
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a.) 


-COMMENT ECHO PHASE ONE OF GRAND RAPIDS ANALYSIS 

-RUNT ABLE 

DATA 

RUN ( 7 2 0 54 8 0 6 ) , T AP E < 454 ) , F JLE C 2 > 

END 

«SECHO 

RESULTS TAPE ( 6 ) , I N I T I AL I ZE 
OPTIONS CELW (2) 

THRESHOLD (58.8) 

CHANNELS 5»6»7,8 

RUN?72054806) » LINE (340 *659 » l ) » COL (90*359* 1 ) 

END 


b.) 


-COMMENT ECHO PHASE TWO OF GRAND RAPIDS ANALYSIS 
*SECHO 

ANNEX(l.O) »CELW(2> , v 
INPUT TAPE (.6) .♦FILE ( 1.) . 

RUN( 72054806) * LINE (340 *659, 1 ) *C0L (90*359 • 1 ) 

END 


c.) 


-COMMENT COPYING ECHO FINAL 

*COPYRESULTS 

FROM DISK 

TO TAPE (444 ) * FILE (6) 

END 


RESULTS FROM COMPUTER STORAGE TO A TAPE 


Figure 33. Control card listing for ECHO processor as set up for 
Grand Rapids example classification. 



• EXAMPLE 


Deriving training statistics enabled the analyst to spect- 
rally characterize all the covertypes of interest in the Grand 
Rapids study area. He was thus ready to utilize the two-phase 
ECHO algorithm by selecting the appropriate ECHO processing options 
to perform the classification. The analyst had to determine: 

1. ) cell size (CELW) 

2. ) threshold value for cell homogeneity test .'(THRESHOLD) 

3. ) threshold value for annexation test (ANNEX) 

The analyst reviewed the analysis objective from the zoning 
board to determine the appropriate cell size. The size area on the 
ground that the zoning board was interested in was about 2 
hectares. Details smaller than 2 hectares were not necessary for 
the zoning board's purposes. The analyst knew that a- single 
Landsat data point represented about .45 hectares (1.1 acres) and 
therefore a cell size of 2 data points by 2 data points (CELW = 2) 
would give a gound area of 1.8 hectares (4.4 acres). 

To determine the homogeneity threshold value (THRESHOLD) he used 
the table in Figure 31 (page 50) . Since he selected a cell width 
of 2 and wished to use 4 channels of Landsat data, the table 
entry point is 2^ x 4 or 16. He wanted to select a homogeneity 
threshold which would tend to cause the ECHO processor to classify 
whole cells at a time, breaking them apart for per point classi- 
fication only when the cells were distinctly heterogeneous. There- 
fore he chose a value on the row for (CELW) 2 x NCEAN = 16 which 
was closer to the right side of the table, deciding to use 58.88. 
Using these parameters (CELW = 2 and THRESHOLD =* 58.88), the 
analyst submitted the ECHO phase one control cards given in Figure 
33a. Note that the analyst specified that the results from phase 
one should be placed on Results Tape Six; any tape available 
to the analyst could have been used for this purpose. 

For phase two of the ECHO classification process, the analyst 
specified an annexation threshold value of 1.0 since he only 
wanted cells to be annexed if there was a reasonable degree of 
similarity between them. (An ANNEX value of zero will result 
in no cells being annexed and a value of 4.6 will lead to most 
cells being combined.) The control cards assembled to run 
phase two of the ECHO processor are shown in Figure 33b. Note 
that the analyst specified where the intermediate results from 
phase one were located so that phase two could use them to complete 
the final classification. 

The classification which was produced by the ECHO classifier 
in this analysis step was stored as a permanent record on a computer 
storage tape (Figure 33c) . To display the classification the 
analyst first requested an alphanumeric printout of the results 
from a line printer using the PRINTRESULTS control cards shown 
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in Figure 34. This type of output product is particularly good 
for large scale grayscale type maps and for use as base maps in 
many applications. He assigned a letter or symbol ‘to each class 
so that when a class occurred on the results map it would be 
designated by a character having both informational and grayscale 
values. In this case, for example, the analyst assigned roads a 
bright symbol (blank) , and water ‘a very dark symbol (see Figure 
35). 


An even more graphic presentation of classifications might be 
obtained by displaying results in a black-and-white graytoned 
map. One example of this type of map product is shown in Figure 
36. A third method of displaying classification results involves 
a photographic image. This could be a black— and— white (Figure 
37) or color image. This type of display is most commonly generated 
as a final product for use by the individual or organization request- 
ing the classification results. 
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-COMMENT GRAND RAPIDS. MI 
*PRINTRESULT$ 

RESULTS TAPE (444) .FILE (6) 


SYMBOLS 

END 


»V,M 


ECHO RESULTS CELW=2 THRESH0L0=58.8 ANNEX= 


1.0 


Figure 34. Control card listing used to print an alphanumeric 
computer map of the ECHO classification results in the Grand 
Rapids analysis. 
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1111111111111111111111111111111111111111111111111 

2222223333333333444444444455555555556666666666777 

4567890123456789012345678901234567890123456789012 

472 1 1 1 1 1 1 1 1 1 1 1 IMM 1 1 1 I******MMMM* ♦ 1111111111111111111 

473 I II III II 1 1 IIMMIIII******MMMM**II I IIIIIIIIIIII II II 

474 **IIIIII»«-»*IIII + + ******MMMM+*IIIIIIIIIIIIIIin II 

475 *#III I im»*IIII + *#**#»*MMMM + «-II II IIIIIIIII IIIIII 

476 IIIIIIIIIIIIIIIIII*****«MMMM*« + + *»IIIIII — III II II 

477 IIIII IIIII IIIIII II******MMMM*** + **II II II~ II I II II 

478 1 1 1 1 1 1 1 1 1 II 1 1 1 1 1 1 I***«MMMM<n>***« 1 1 1 1 1 1 1 1— 8. 

479 IIIIIIXIII IIIXII1I IIIIIIII 1 

480 1 1 II II I III II* + **II****MMMM+*****II — **IIII 1 

481 I III IIIII I m-*-**Il*##*MMMM* + «*»*II — **IIII 1 

482 IIIIIIIIIIMM + + + + m* tt **MMMM****«’ IIIIIIIIIII 

483 IIIIIIIIIIMM++++II*#***MMMM+**** IIIIIIIIIII 

484 IIIIII1III + + + + IIII **e*MMMM ♦♦#'*** ==11111111111 

485 IIIIIIIIII++++IIII ♦♦**** ==11111111111 

486 IIIIII1III+ + + + *«'II'»**«MMMM****IIIIIIIIIIIIIIIIIII 

487 1 1 III 1 1 1 1 1 + ♦ ♦ «-##I I »*»*MMMM**** I IIIIIIIIIIIIIIIIII 

488 IIIIIIIIII++IIIIXX ****HMMM**** 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

489 IIIIIIIIII>+IIIIII#«»*MMMM*»»*IIIIIIIIIIIIHIIIII 

490 IIIIIIIII I MM 1 1 1 I ***•»# *MMMM + + + ♦ 1 1 1 1 1 1 1 I I II II I-&&V 

491 IIIIIIIIIIMMIIII** tt ** tt MMMM + + * + II • , 1 1 1 1 1 1 1 II 1 1 I&&V 

492 1 1 IIII***» II **********MM* ♦♦♦**! I IIIIIIIIIII IIIVVV 

493 III III***-»II<hmhhh»****MM'*- ♦♦♦*<*11 IIIIIIIII III IIVVV 

494 IIIIIIIIII»**» + * + + *»**MM**** ett ****IIIIIIIIII — 1 1* 

495 IIIIIIIIII*»***+*+****MM**ft#*#«***IIIIIIIIII— II* 

496 1 1 1 1 1 1 1 1 + ♦*»♦•*• + + + -II I 

497 1 1 1 1 1 1 1 1 + + + + * + 1 1 1 

498 IIIIIIIIIIII ♦ ♦***«##*#MMM*«#*#*»** ♦♦****♦ ♦ 1 1 1 1 1 1 1 

499 I IIIIII IIIII + * »*«•»*** *MMS. ****»*»«* + ♦***»♦♦! I IIII I 

500 ii mm ♦m*«****MM*****»**+*n»*i i iiuiim 

501 ii iiim*+ii******MM*#»**»#»+mi tt iiiimiiii 

502 1 1 1 II IMM+ + 1 1 *»•>*** *MM + + ♦♦**♦ + ****** 1 1 IIIIIIIII 

503 II IIIIMMmi#*»*»*MM+«- + IIIIIIIII II 

504 I III IIII + + + *****MMMM-h- + + + + * + ***»<h>IIIII IIIIII 

505 1 1 1 1 1 1 1 1 + + + + *»*«MMMM* ♦♦♦♦♦♦♦ IIIIIIXIII 

506 IIIIIIIIIII I ♦♦ ♦ + *« , **MMMM* + ** + * + ♦ ♦♦ * + **I I IIIIIIIII 

507 IHIIIIIim + + **«»*»MMMM*«‘#*** + ** + + '*-**IIIIIIIIIII 

508 IlIIIIIin++***+++ ## MM»***»*++++*++*»*+*IIIIIIIIH 

509 IIIIIIIII I ♦♦♦♦♦♦ + + + + «•♦♦ + **♦♦ IIIIIIIIM 

510 I IIIIIIIII ♦♦****! I II I IIIIII 

511 IIIII IIIII++++++++MMMM********** ♦♦****! IIIIIIII II 

512 IIIimiIIMM* + **MMMM*«” B *«'***^* + * ++** + + tH »* + IIIIIIM 

513 IIIIIIXIII MM + + ♦♦MMMM****** + ♦**♦♦♦♦**♦♦**♦♦ I XIII IM 

514 IIIIIIII + + + + -H’MMMM****II*»**+«-*** + **»*****IIII... 

515 IIIIIIim***-t-MMMM*»*»II**** + * + * + + ********IIII... 

516 IIIII IMM*++*MMMM#«»*~ I l****«m + «. + *********HI IH I 

517 II IIIIMM<-* + *MMMM****— II ******♦♦♦ + ****-*<h>I 1 1 1 III 

518 MMMM*+++++MMMMMM***»--II****+*++*+*****»IIIIIIIII 

519 MMMM++++++MMMMMM**** — i i**o»* ♦♦♦♦♦*«■#«** 1 1 II 1 1 III 

520 I IHM+ ♦ • • MMMM + + «• ♦** III J «*♦♦<** ♦♦»»♦♦ IIIIIIIIIIII#* . 

521 IIMM + **.MMMM + + + -f#*I 1 1 1** + *** + *** + + I IIIIIIIIIII. •• 

522 ....MMMMMMMMMM* + IIIIII***»»*mi**IIIIIIII..IIII. 

523 • • • • + + IIIII I***#*# IIII++IIIIIIII..IIII. 

524 MMMMMMMM+++*MMIIII..II****IIII..IIIIIIII 

525 MMMMMMMM + ♦ ♦ ♦ MM 1 1 1 1 . . 1 1**** 1 1 1 1 . . IIIIIIII 

526 MMIIII 1111****1111111 III*«IIIIIIMMIIIIIIII.. I I... 

527 MMIIIIIIII****IIIIIIIIII**IIIIIIMMIIIIIIII..II. .. 


Figure 35. Alphanumeric line printer results map {scale 1:24,000) 
of a portion of an ECHO classification of downtown Grand Rapids, MI, 
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C0MERC2 AG 1 




RES2 



WATER 1 
WATER2 
WATER3 
WATER4 



RES3 


Figure 36. EHCO classification results map of the Grand Rapids 
study area using ECHO parameters CELW = 2, THRESHOLD = 58.8, 
ANNEXATION = 1.0. Map was produced on a Varian plotter. 
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Figure 37. Black and white photographic product generated from 
an ECHO classification results of Grand Rapids, Michigan. The 
area shown is the left central portion of the study area. 
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Self 


IV-A 


Check 


Referring to the flowchart on page 48 (Figure 30) , briefly 
describe the classif ication process which is. used by ECHO. 


IV-B, What are three different formats in which the ECHO classi- 
fication results may be displayed? 



SECTION V 


-62- 

E VALUATION OF RESULTS 


Upon completion of this section, you should be able to: 

1. IDENTIFY three criteria which should be met in selecting 
test fields. 

2. DESCRIBE a procedure for evaluating the classification 
performance of the ECHO processor. 


Quantitative evaluation of classification performance is an 
important step in the analysis sequence. The decision to be made 
is whether or not the classification of the covertypes for the 
entire area is adequate. The first step in obtaining an accurate 
assessment of the results is to select a set of representative test 
fields for all covertypes and their variations in the study area. 
Optimally these test fields should be selected using random or 
unbiased selection techniques. The test fields should also be 
representative of the covertypes in the analysis area and of 
sufficient size for performing a statistical evaluation. . 

To meet these criteria the following guidelines may be used: 

1. Test fields should be selected randomly such that the 
number of data samples for each class are proportional 
to that covertype*s occurrence in the analysis site. 

2. The full range of variation within each cover type should 
be included in the test fields for that class . 

3. A sample size of 100 to 500 data samples. for each 
covertype being tested should be selected. 

These guidelines are actually general rules of thumb providing 
a reasonable starting point for test field selection. The details 
of an optimal test field selection procedure depend considerably on 
the use to which the analysis results will be put. Some consider- 
ations along these lines may be found in the reference. 

These test fields are then classified and the results evaluated. 
In order to assess and evaluate classification results , the computer 
can provide an alphanumeric printout and tables containing 


-^•Hoffer, Roger, "Computer-Aided Analysis of SKYLAB Multispect- 
ral Scanner Data in Mountainous Terrain for Land Use, Forestry, 
Water Resources and Geologic Applications " 




” r 
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quantitative information about a classification. .The analyst 
must specify the coordinates of the test fields. The computer 
then examines and tabulates the classification decision for each 
data point within these test fields and prints out a summary by- 
fields, classes, or both, as specified by the analyst. An example 
of the tabular results for classes is shown in Figure ,38. Such a 
table is called a test class performance matrix. ‘ 



NO OF 
SAMPS 

PCT. 

CORCT 

OATS 

CORN 

WHEAT 

SOYB 

GRASS 

OATS 

66 

98.5 

65 

0 

0 

1 

0 

CORN 

93 

93.5 

0 

• 87 

0 

6 

0 

WHEAT 

69 

100.0 

0 

0 

69 

0 

0 

SOYB 

57 

93.0 

2 

0 

0 

53 * 

2 • 

GRASS 

31 

90.3 

0 

3 

0 

0 

28 

TOTAL 

316 


67 ’ 

90 

69 

60 

30 


Figure 38. Test class performance matrix. 


What do the numbers in the performance matrix reveal about 
the classification? Look first at the 66 samples of OATS . The 
table indicates that 65 of those points, or 98.5%', were correctly 
identified. Looking across that row, the table also indicates 
that one data point which the analyst knows to be oats was incor- 
rectly classified as soybeans. That is, there was one error of 
omission for the 66 oats samples. Looking down for the column 
labellecT OATS, there are two errors of commission for the class 
oats. That is, two samples were called oats that should not have 
beeni 


The diagonal elements of the matrix can be summed, and that 
total divided by the total number of samples. The result is called 
overall performance. For Figure 38, the overall performance is 
(65 +87+69+53 +, 28J/316 x 100% = 95.1%. 

If evaluation indicates the results to be below the standard 
stated in the analysis objectives, it may be necessary to determine 
those classes witii low accuracy in the performance tables and 
to select new training areas for those classes' and develop new 
training statistics. It should be pointed out that there may- 
be situations in which the analysis objectives simply cannot be 
met. This could happen, if the requirements are too stringent 
(i.e., a very high accuracy required), if there is insufficient 
reference data to do adequate training or if the data quality is 
poor (a high proportion of cloud cover or a lot of bad data 
lines, for example) . 
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Self-Check 


V-A. What three criteria should be met in selecting test fields? 


V-B. How can you evaluate the classification performance of 
the ECHO processor? 
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EXAMPLE 


A set of representative test fields was selected from the 
data for use in evaluating the ECHO classification results. A 
set of candidate fields was selected at random and their cover types 
identified utilizing available aerial photography and topographic 
maps. A candidate field was accepted as a test field if it was 
found to display a homogeneous: cover of one of the classes of 
interest. The locations of these test fields are shown in Figure 
39. 


The analyst submitted these fields to the PRINTRESOLTS 
processor with control cards given in Figure 40. Note that the 
analyst included a control card which requested tables to be 
generated for the test fields he had included in the deck 
(Test (F) } . He also requested that those fields be outlined on 
the alphanumeric map (Outline Test (F) ) . 

The analysis objective had stated that an overall accuracy 
of 80% was adequate for classification performance. When the 
analyst examined the performance table output of the PRINTRESULTS 
processor he noted his overall accuracy was 85% and therefore 
more than adequate for the Grand Rapids Zoning Board require- 
ments (See Figure 41) . 



66 



Figure 39. Classification results map of the Grand Rapids study 
area showing locations of test fields used in evaluating classi- 
fication performance. 
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-COMMENT EVALUATION OF GRAND RAPIDS ECHO CLASSIFICATION 
*PRINTRESULT$ 

RESULTS TAPE (444) * * FILE<6) 

PRINT OUTLINE(TEST) 

SYMBOLS &*****I*-»s*.*V*M*M*M*M 

GROUP COMERCL ( 1/1 *2*3/ > »0LD RES (2/4/) , NEW RES(3/5.6/) 
GROUP NONURB AN ( 4/7 * 8/ ) * WATER (5/9* 1 0* 1 1 » 12/) 

DATA 


TEST 1 


»«»«««««« JEST FIELDS FOR COMMERCIAL ********* 


TEST 2 


«««»«»»«« TEST FIELDS FOR OLDER RESIDENTIAL ********* 


TEST 3 


»»*#««»«« TEST FIELDS FOR NEWER RESIDENTIAL ********* 


TEST 4 
TEST 5 


««««««»»« TEST FIELDS FOR NON URBAN ********* 
«««*««*«« TEST FIELDS FOR WATER ********** 


END 


Figure 40. Control card listing used to generate a performance 
table for test fields and to outline those field locations in the 
Grand Rapids analysis area. 


TEST CLASS PERFORMANCE 


Group 

No. of 

Pet. 



Samps 

Corct 

Coraercl 

1 Comer cl 

126 

86.5 

109 

2 Old Res 

225 

80.4 

3 

3 New Res 

117 

85.5 

0 

4 Nonurban 225 

89.3 

12 

5 Water 

115 

93.9 

2 

Total 

808 


126 


AVERAGE 
PERFORMANCE BY CLASS 

OVERALL 

PERFORMANCE 


Classified into 
Non 

Urban Water 

0 3 

1 1 

5 0 

201 0 

5 108 

212 112 

(435.7/5) = 87.1 
(699/808) = 86.5 


Number of Samples 


Old Res 
3 

181 

12 

1 

0 


New Res 
11 

39 

100 

11 

0 


197 


161 


• Figure 41. Classification performance table for the five covertypes 

of interest as stated in the analysis objectives for Grand Rapids, MI 
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CONCLUSIONS 


The description of the analysis techniques used in this ECHO 
case study should have increased your knowledge of the principles 
of digital analysis and given you an appreciation for the potentials 
of a processor which utilizes spatial as well as spectral information 
about objects on the ground. The' ECHO processor shows interesting 
possibilities for scene noise reduction (See Figure 5 , page 4 ) , 
object definition and greater operational power for digital 
production of maps and tables qualitatively comparable to those 
produced by other mapping techniques. 
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EXERCISE 1 STATE ANALYSIS OBJECTIVE 


The Indianapolis (Indiana) Department of Transportation (DOT) 
has contracted your company to use satellite data for location of 
general urban uses on the western side of Indianapolis. The area 
of interest is. defined by the four USGS quadrangle maps which may 
be obtained from your tutor. The DOT is interested in determin- 
ing the major industrial, commercial, and residential areas so 
they can make transportation network and planning maps for newly 
developing areas. 

Design and write an analysis objective suitable for the needs 
of the Indianapolis Department of Transportation as described 
above . 


ORIGINAL PAGE IS 
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CHECK WITH YOUR TUTOR 
AFTER YOU HAVE WRITTEN YOUR OBJECTIVE 
OR IF YOU HAVE QUESTIONS. 




EXERCISE 2 


EXAMINE DATA QUALITY 


Examine the imagery of Landsat frame 1411-1581 (September 7, 
1973) in Figure 42. Note the location of the analysis area within 
the data.. Make notes about any data guaiity features apparent from 
this imagery. Next generate grayscale maps for a representative 
set of channels' of the data over the west side of Indianapolis 
(LARS Run 7,30.01011*; channels 5, 6, 7, 8; lines 241 to 610; columns 
34'2 to 691) . Examine this data set for quality as discussed in 
the example. The data set with which you will be working has 
been geometrically corrected so it has. a scale of 1:24,000, which 
matches the scale of U..S.G.S. 7.5 minute topographic maps. Note 
any data problems that might affect your analysis- efforts later on 
in the analysis sequence. Discuss your findings with your tutor . 


The DUPLICATERUN processing function has been used to make 
a copy of this run for your terminal site. Consult your tutor 
for the correct tape and file number. 




Figure 42. Band 5 imagery of Landsat frame 1411-1581 showing 
location of the Indianapolis analysis area. 




COUNTY 





EXERCISE 3 


CORRELATE REMOTELY— SENSED DATA 
WITH REFERENCE DATA 


Obtain the following reference data from your tutor: 

•U.S. Geological Survey 1 \ minute topographic quad- 
rangle maps of the area. 

•6 color infrared aerial photographs of portions of 
the area. 

The reference data available for the Indianapolis area 
includes color infrared photography taken two weeks before the 
Landsat scanner data. The locations of the areas shown in these 
reference photographs are shown in Figure 43. One of the simplest 
ways of correlating these photographs to the cluster maps is 
for the student to refer back and forth between the two 
"images" to relate spatial similarities. These photographs can also 
be visually overlayed onto the printed cluster maps using an 
optical device like a Bausch and Lomb Zoom Transfer Scope. 

The U.S. Geological Survey quadrangle maps of the area might 
be useful for determining general location in the data. Identify 
the covertypes as accurately as you can', making use of the color 
infrared photographs, and your knowledge of the area. 

Associate the reference data with the grayscale maps and mark 
on the computer grayscales with a felt tip pen the general 
location of the covertypes of interest (agriculture, urban, 
forest, and water) . Be sure to mark key features such as major 
roads, rivers, lakes, railroads, and parks. NOTE: Some features 

are more apparent on one printout than the other. 



EXERCISE 4 


SELECT TRAINING AREAS 


Using the available reference data, the grayscale printouts 
and the guidelines described on page 23, select four to six 
candidate training areas which are representative of the scene. 

Make sure that every cover type of interest (commercial, residential, 
water, etc.) is included in at least one of the candidate training 
areas . 


Let your tutor know how you're doing. 




EXERCISE 5 


CLUSTER TRAINING AREAS 


Generate cluster maps and accompanying statistical output 
for each individual training area you selected in the previous 
step. Be sure to examine your color infrared photography and 
topographic maps to make a .good estimate of expected covertypes in 
each training area. 


ORIGINAL PAGE IS 
OF POOR QUALITY 


| Discuss^your reasoning with your tutorT 




EXERCISE 6 


ASSOCIATE CLUSTER CLASSES WITH 
INFORMATION CLASSES 


To carry out this step of the analysis, maximum use must be 
made of all available reference data so that the cluster classes 
will be reliably identified. If eJrrors occur in this step of 
the analysis, the training data supplied to the classifier will 
not be representative of the information classes. The associa- 
tion of cluster classes and information classes is laborious and 
time consuming, but this step is most important for ensuring that 
the classifier is correctly trained. 

There are several points to remember. One point is that if 
you feel a single cluster corresponds to more than one covertype, 
then it should be identified that way. Another point is that cluster 
class numbers from different training areas do not necessarily 
correspond to the same information classes. Each candidate 
training area was clustered separately, and the results of the 
clustering depend only on the data being clustered. Use your 
reference data from Exercise 3 to assist you in this Exercise. 

Check with your instructor after you have completed the table on 
the next page. 
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EXERCISE 7 CALCULATE STATISTICAL DISTANCE 

BETWEEN CLUSTERS 


Examine the cluster class grouping tables at the end of each 
cluster output. Note that the processor has made 'some suggested 
groupings of cluster classes based on the class pair statistical 
distances. These suggested groupings are merely possible combin- 
ations and should be examined by you as the analyst using the 
information class identification you assigned in the previous 
exercise. Similar covertypes having small statistical distances 
are logical class combinations. Classes which are not paired 
with other cluster classes in the grouping table and which con- 
tain less than 40 data points should be considered for deletion in 
the next portion of this analysis sequence. 

Using the cluster class grouping information you determined 
above it is now necessary to combine similar clusters from with- 
in, each training area and to reassemble the statistics from all the 
training areas into a single statistics deck. Be sure to instruct 
the MERGESTATISTICS processor to punch the new statistics deck 
so that it may be used in the next analysis step. Check with your 
instructor if you have questions. 
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EXERCISE 8 CALCULATE DISTANCES 

BETWEEN CLASSES 


Using your merged statistics deck from the previous analysis 
exercise, you may now use the SEPARABILITY processor to calculate 
which of the classes from your different training areas are 
spectrally similar and therefore should be combined into a new 
condensed statistics deck. Be sure to have these new statistics 
punched on cards so you can use them during the ECHO classification 
in the next step of the analysis sequence. 



EXERCISE 9 
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CLASSIFY STUDY AREA 


Determine the lines and columns of the area on the west side 
of Indianapolis that you' wish to classify* using. ECHO. Select 
the appropriate cell Width and homogeneity and annexation 
thresholds; and prepare youir control cards for an ECHO classification 
of the study area. Discuss your parameter selection with your 
tutor. You will be assigned a tape., number to use for the two 
phases of your ECHO classification, as well as. a tape to store 
your final classification results. When your tutor gives you 
these tape numbers note them in the space provided below. 

ECHO phase 1 intermediate results Tape ( ) 

Final ECHO results Tape ( ) 

A set of phase one results of an Indianapolis analysis have 
been generated using different homogeneity thresholds and are 
available from your instructor. You are encouraged to utilize 
these intermediate results with different annexation parameters 
to explore the effects of varying this particular ECHO parameter. 



EXERCISE 10 
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DISPLAY RESULTS 


Produce a grayscale map of your Indianapolis ECHO Classification. 
The type of map (alphanumeric, gray tone, photographic image, etc.) 
you select should be usable for a preliminary visual evaluation 
of your analysis results. It is also important that the cost 
of generating this intermediate product be justifiable in terms 
of its value as an analysis tool in this particular analysis 
step. More elaborate and costly output products, such as hard 
copy color maps, are most often not required (if at all) until 
the final results product is generated for the user's needs. 


Show your grayscale map 
to your tutor. 
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EXERCISE 11 EVALUATE CLASSIFICATION 

RESULTS 


A card deck of test field's is ■ available from your instructor 
to help you evaluate your ECHO classification accuracy-. Use these 
cards to measure your classification performance and repeat 
portions of the analysis as needed to produce a product which 
satisfies the analysis objectives of the Indianapolis Department of 
Transportation. 


Let your tutor 
know how you did." 
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Page 12 
1— A 


1— B 

Page 18 
11— A 


II— B 
II-C 


Page 24 
III-A 


Appendix I 
Self-Check Answers 


Name the four components of an analysis objective. 

1.)' Location of the study area 
2«)‘ Cover types to be mapped 

3. }* Applications for which the classification results 

will be used 

4. ) Clas sif ication accuracy desired 

Write an analysis objective that you might use in solving 
a problem in your area of interest. 

Students' analysis objective should include the four 
components listed above and deal with a remote sensing 
problem of interest to him. 


What are two characteristics which may decrease the 
usefulness of your Landsat data? 

1 . ) cloud cover 

2 . ) striping 

3 . ) haze 

4 . ) snow cover 

Name two types of geometric preprocessings which aid in the 
analysis of Landsat data. 

a. ) rotating 

b. ) deskewing 

c. ) rescaling 

What are the three types of reference data which can be 
correlated with remotely-sensed multispectral data? 

1. ) aerial photographs 

2 . ) maps 

3. ) previous analysis results 

4. ) on-site observations 


How should you select training areas? Where should they 
be located? How many should there be and how large 
should they be? 

LOCATION of training areas should be where there is some 
reference data available. 

- Areas should contain representative samples of 
all the covertypes of interest in the study area. 

- Training areas should be distributed throughout 
the entire study area. 

SIZE of the training areas is dependant on the size of the 
study area, but as a guide should be from 25 to 100 lines 
by 25 to 100 columns each. 

NUMBER of training areas varies with size and complexity 
of the study area, but usually 4 to 8 areas are sufficient 
for training. 



iii-b 


in-c 


III— D 


III— E 


Page '61 
IV-A 


^ 35 - 

How does ‘’the analyst "use ' clustering ’to 'aid in developing 
training statistics? 

Clustering is used to 'deterniihe ipKe ‘natural spectral 
structure in 'the 'data . The 'spectral siibclasses within 
each 'training area -have siferlar spectral reflectance 
characteristics . 

“Why are -cluster "’classes 'associated with information 
classes? 

Cluste'r Classes are 'associated with information classes 


to determine Which ’Spectral 'class represents each information 
class of interest before ’pro' deeding 'with tfie classification *- 
step-. 

What is "statistical distance’' ? 

Statistical •distance id the distance between r two density 
function’s reflecting -'ript'oniy the ordinary *(Eti elide an ) 
distance hut also the "'spread" f of the data-. 



Referring to the fibW c|ilLrt/dh pa'd’e 48 (Figure 29) , 
briefly describe the Glassification pr’o'ces's Which is 
used i by ECHO. . - , , 

The data is sub'diyid'e^ jLh^o rtctahgui'ar blocks ; of. data 
points called Ceils These ’ceils are tested^ for homogeneity 
and. kept as a unit if jt&ey meet a user specified threshold 
or it the cell id . hot. hdmdgeheouS eaCh of its individual 
pixels is clads if led Independently: 

The homogehedtis ceil t is then tested against adjacent 
fields (One or mdre cells)* for annekaticp^ baded oil a user 
specified threshold; if the ceil is similar to an 
adjacent, field it is annexed to fcfi’at field. ^ If it is * 

not Similar it becomes a fi’eid: After ail cells have been ** 

tested for . homogeneity an^ anjfiexdtldn all remaining fields 
are classified using tfti maximum likelihood classifier. 

What are three different ^fbmats .in which the ECHO classi- 
fication results may he displayed? 

1. ) alphanumeric line printer maps’ 

2. ) tables 

3. ) black and white gray tone maps 

4 . ) black and white or color photographs 


IV- B 
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Page 64 

V-A What three criteria should be met in selecting test 
fields? 

1. } random or unbiased selection 

2. } sample full range of covertype variation ‘ 

3. ) sufficient size for statistical evaluation 

V-B How can you evaluate the classification performance of 
the ECHO processor? 

To evaluate classification performance the analyst might 
simply examine the map product for qualitative assess- 
ment. However to accomplish a quantitative-devaluation the 
analyst should supply test fields from within the data for 
each covertype of interest, and calculate the performance 
of these fields. 



